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Medikal Paketleme icin Rulo Kesme-Kapatma-Yazma Cihazi
Rotary Reel Cutting-Sealing-Printing Machine for Medical Packaging

Kesilen tarafa da diiz ve ters yazi ve barkod yazabilen ve 8 ruloyu ayni anda isleyen diinyadaki tek cihaz!
The only device in the world that can process 8 rolls simultaneously and printing text and barcodes in both forward and reverse
directions also on the cut side!

Tek Satir Yazicili / With single line printer
60GM 6LCS1PVEP Code: 222-300-060

Auto-Slider® (Patent Kararinda) (')'zelligi; Rulolari ci- Personel maliyetini 80% diisiiriir
hazdan kaldirmadan otomatik mod degistirebilme Reduces personnel cost by 80%
Auto-Slider® (Patent pending) feature; Automatic mode Saatte 6000 poset iiretme hizi
change without removing the rolls from the device Speed of producing 6000 pouches per hour

A

5 cihaz bir arada / 5 devices in one

Cutting Cutting+Sealing | Cutting+Sealing+Printing Sealing+Printing

CE & EN ISO 11607-2’ye uygun “Validasyon Testi” & Raporlama
Performs the “Validation Test” to compliance with
CE & EN ISO 11607-2 and reports

Bilgisayar temelli, Cok Dilli, Kullanier dostu 7” Dokunmatik Renkli Ekran
Computer based, Multilingual, User-friendly 77 Touch Color Screen
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Acil ileri
Emergency forward
Poset sikisirsa is durmaz, teknik servis, yedek parca gerekmez!

If the pouch is jammed, the job will not stop, technical service, spare parts Detayli teknik veriler arka sayfadadir
are not required! Detailed data is on the next

Gindem uality

Asagidaki markalar Gindem A. S. 'nin tescilli markalaridir. The following brands are registered trademarks of Glindem A.S. Les marques
suivantes sont des marques déposées de Giindem A. S. : Gindem, ABGMat, ABGPack, ABGTape, ABGIndicators.

Diiz, koriiklii ve Tyvek posetler ile “Seal-Check” Test basarili olur

Emergency backward . = s F
With flat, gusseted and Tyvek pouches, the “Seal-Check” Test is successful
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Teknik Veriler / Technical Data 1

Teknik Veriler / Technical Data 3

Teknik Veriler / Technical Data 2

Kullanic1 emniyeti Acil Mantar Stop Butonu
User safety Emergency Mushroom Stop
Button

\/

CE ve EN ISO 11607-2ye uygunluk

testi ValidTest® (Patent kararinda) Ozelligi;
“Validasyon & Kalibrasyon Testi” & Rapor-
lama Compliance test with CE and EN

ISO 11607-2 ValidTest® (Patent pending)
Feature; “Validation & Calibration Test” &
Reporting

Kapama Giivenligi: + 5 °C sapmada durma /
Shutdown Safety: Stop at + 5 C deviation

Bilgisayar temelli, Cok Dilli, Kullanic1 dostu
7” Dokunmatik Renkli Ekran / Computer
based, Multilingual, User-friendly 7” Touch
Color Screen

Stand-By ve Uyku Modu ile enerji tasarrufu
Energy saving with Stand-By and also Sleep
Mode

> 2-3 dkda 1s1nma ve sogutma teknolojisi
Heating and cooling technology less 3 min.

Auto-Slider® (Patent kararinda) Ozelligi;
Rulolari cihazdan kaldirmadan otomatik mod
degistirebilme / Auto-Slider® (Patent Pend-
ing) feature; Automatic mod change without
removing the rolls from the device

Saatteki poset tiretim hizi (8 ad. 5cm
genislikteki rulo 10cm boyda) / Pouch produc-
tion speed per hour (8 pcs. 5cm wide roll 10cm
length)

6000

Ayni anda 8 adet (5cmlik) veya 43cmlik rulo
isleme kapasitesi / At the same time, 8 rolls
(5cm) or 43cm processing capacity

Ari1za halinde veya 1 rulo bile bittiginde durup,
alarm verme / In case of malfunction or even 1
roll is over, stop and alarm

9999 adet Hafiza: Uriin/Set ad1 tanimlama ve
her biri i¢in SKT, poset genisligi kayd1

9999 Pcs. Memory: Defining product / Set
name and recording Expiry date & pouch
width for each.

Elektrik kesilse bile ayarlar silinmez, tarih
zaman giincellenir / Even if the power is cut,
the settings are not deleted, the date and time
are updated

Her bir iiriin, set icin BARKOD numaralari
girisi veya otomatik olugturma

BARCODE numbers entry or auto generate for
each product set

Kapama modlarinda Soft-Start ve 10-16m/dk
hiz ayar1 / Soft-Start and 10-16m / min speed
setting in sealing modes

14mm ¢oklu bariyerli (Multiline) kapatma
14mm multi-barrier (Multiline) sealing

QR kod okuyucuya, Harici Klavyeye ve
Monitére baglanabilme /Ability to connect to
QR code reader, External Keyboard,& Monitor

5cmlik posete iki farkl veri yazabilme
Can write two different data in a 5cm pouch

Kesme hizi / Cutting speed (m/min)

Acil durumda Motor Geri, {leri ve Stop
fonksiyonu / Emergency, Motor Reverse,
Forward and Stop function

Fotosel kontrollii enerji tasarruf sistemi
Photocell controlled energy saving system

Ekranda, anlik basing, sicaklik ve hiz izleme
Pressure, temperature, speed can be moni-
tored instantly

5 sifre korumali veya sifresiz giris
5 password protected or unencrypted logins

Materyal: Diiz, Koriiklii, Tyvek®
Material: Flat, Gussested, Tyvek®

\/

Givenlik: Cift besleme kontrolii
Safety: Double Feeding control

\/

Calisma Sicakligt 60-210
Sealing Temp.erature +£2°C
Giig sarfiyat1 Normal & Uykuda (Watt) -
Power consumption in Normal & Sleep 220
Mode

Calisma voltaji (VAC) ve frekansi (Hz) 230V
Operating voltage and frequency 50 Hz.
Ebatlar [Boy x En x Yik] (mm.) 1066 x 304
Dimensions [Lenght x Deep x High] X234
Agirlik [Kg.] / Weight 43

Kesilecek poset boyu araligi
Pouch length range to be cut (cm)

4-125

WriteMatic® (Patent kararinda) 6zelligi;
Otomatik yazi font ayar1 / WriteMatic® (Patent
Pending) feature; Automatic font setting

Kesme ve Poset Sayaglar1 ile Geri Sayag
Cutting and Pouch Counters and Back Counter

Font, harf aralig, yazmaya baglama ayari, tekst
veya piktogram ile yazimi / Font, letter spacing,
typing start setting, text or pictogram writing

Kesilen tarafa da diiz ve ters yazma, kesme ve
kapama islemi / Printing straight and back-
wards also on the cut side, cutting and sealing

Kablosuz, internetten ticretsiz yazilim gtincel-
leme /. Wireless, free software update from net

2 yil garanti, yilda sadece 1 kez bakim
2-year warranty, maintenance only once a year

Kartus Yok® (Patent kararinda) Ozelligi, ters
yazma, kalici, gegici sayag, geri sayim, EN 980
(ISO 15223-1) sembolleri / No Ink Ribbon
(Patent Pending) feature, printing 180 degree
inverted permanent, temporary counter and
countdown, LOT, CE, STEAM, VH202, EO,
LTSE STERILE symbols

Donerek kendini bileyen yuvarlak bigak / Self
sharpening rotary rounded blade

Kitap-Klasor Destedi
Book-Folder Support
223-300-997

Isikh Buytteg
Lamb with Magnifier
223-300-999

Sepet / Basket
GM500-
KC_222-110-050

Aksesuarlar / Accessories

Q uyucu
QR Code Scanner
A150 GM150QRR
222-300-4300730
Yazic1 Etiket
Printer Label
222-300-4300080

Konveydr / Conveyor
A045 GM140RTXL
222-110-111

ermal Yazici

/

Calisma Istasyonu / Working Station

Evrak Tutacagi
Document Holder
223-300-998

Thermal Printer
A130 GM130ETP 222-301-4300170

Diger iirtin & modeller icin / For other products & models / Pour d’autres productes & modéles: www.gundemas.com

A105 GM1215WST 223-300-012
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